
SURVCL2PL - Sizes: M-X4
Class 2, Fluorescent Lime Solid 100% Polyester Tricot Fabric Surveyor
Vest, 3” Orange/2” Silver Reflective Material, Reinforced Zipper Front
Closure, 4 Outside Pockets, 2 with Flaps, 1 with Clear Badge Holder, 
2 Inside Patch Pockets, 2 Back Pockets, 1 Plan,  1 Standard, Mic-Tab.
SURVCL2PO - Sizes: M-X4
Fluorescent Orange, 3” Lime/2” Silver Reflective Material.

SURVCL2L - Sizes: M-X4
Class 2, Fluorescent Lime Solid 100% Polyester Surveyor Vest, 
3” Orange/2” Silver Reflective Material, Reinforced Zipper Front
Closure, 4 Outside Pockets, 2 with Flaps, Clear Badge Holder, 
2 Inside Lower Pockets, Mic-Tab Holder.
SURVCL2O - Sizes: M-X4
Fluorescent Orange, 3” Lime/2” Silver Reflective Material.

5182S SUIT
Sizes: M-X4

2 Piece, Class 3, Luminator
Fluorescent Lime/Black Suit; 
.40mm Stretch Polyurethane on a
Knitted Cotton/Polyester Backing.
Jacket with Tuck-Away Hood, 
2" Silver 3M™ Scotchlite™
Reflective Material, Zipper Front 
with Storm Flap, Two Front Patch
Pockets, Elastic Inner Cuff In Jacket
Sleeves. Class E Elastic Waist Pants,
Expandable Zippered Ankle Gussets.
Tested in Accordance with 
ASTM D-6413.

FEATURED GARMENTS

HI-VISHI-VISHI-VIS

.40mm
Polyurethane

Polyester
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1) What is your most popular rainwear line?
Our most popular items can be found in the Classic/
Classic Plus series.  This series is made of .35mm
PVC/polyester material and gives you a supported garment
at an affordable price.  The polyester material backing
gives added puncture and tear resistance versus and non-
lined garment. This series offers more pattern and color
options than any other series in our line.

2) What clothing do you suggest for chemical
resistance?
It is our suggestion that you refer to the MSDS sheets
(material safety data sheets) provided by the chemical
manufacturer to determine what type of PPE to wear. If
they do not make a recommendation you should consider
contacting your salesperson at MCR and arrange to
receive an item of clothing to test in your unique
environment.  MCR Safety’s Dominator series is made of a
double layer of PVC with HTS (Hi-tensile strength)
polyester layered in between for additional tear and
puncture resistance. The Dominator is .42mm in thickness
and has features such as an inner wrist cuff and extra-
large storm flap on the jacket for added splash protection.  

3) In addition to rain, what are other applications /
sales opportunities for rainwear? 
Protection in refineries during plant turnarounds 
and cleanups.
Chemical plants splash protection. 
(Consult you MSDS Sheets).
Food processing, such as poultry plants 
and fruit processing.
Warehouse maintenance, protection from oils, 
greases, battery acids, wet grime.
Hydro blasting – Cleaning big rigs and work machinery.
Any damp or wet dirty job, such as ditch cleaning.

4) What type of safety vests should I wear?
The Federal Highway Administration’s Manual on Uniform
Traffic Control Devices (MUTCD) states that all workers…
within the right-of-way who are exposed either to traffic…
or to work vehicles and construction equipment… shall
wear high-visibility safety apparel that meets the
Performance Class 2 or 3 requirements of the ANSI/ISEA
107–2004 or equivalent revisions.  MCR stocks a variety of
Class 2 and Class 3 vests to fit your needs. Consider our
SURVL and VCL2ML class 2 vests, and CL3ML and WCCL3L
class 3 vests.

5) What is the difference between a Class 2 
and a Class 3 safety vest?
The difference between Class 2 and Class 3 is the amount
of background material and reflective material that the
vest is constructed with.  A Class 2 vest must have 775
square inches of background material and 201 square
inches of reflective material.  A Class 3 vest must have
1,240 square inches of background material and 310
square inches of reflective material.  The additional
material needed for Class 3 may be found in the addition of
sleeves that have reflective stripes around the arms.

6) Does MCR have any arc rated safety vests?
Yes. MCR stocks a Modacrylic safety vest (FRMCL2L) that
is inherently flame resistant and is arc rated.  This vest
meets ASTM F1506 material standard used for wearing
apparel for use by electrical workers exposed to
momentary electrical arc. It also meets NFPA 70E
Standard for Electrical Safety in the Workplace. It has an
arc rating of 5.3 cal/cm squared.

Frequently Asked Questions

We proudly support and participate in these organizations:

For additional information contact 

our Sales Team at 800-955-6887 or 

go online at www.mcrsafety.com
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